Kepler - Bug #4751

implement "run" for site layout
02/05/2010 10:35 AM - Daniel Crawl

Status: Resolved Start date: 02/05/2010
Priority: Normal Due date:

Assignee: Daniel Crawl % Done: 0%
Category: sensor-view Estimated time: 0.00 hour
Target version: sensor-view-0.9.0 Spent time: 0.00 hour
Bugzilla-ld: 4751

Description

Pressing the run button in the engineering view should show the status of the sensors by changing the color of their icon: green for
on, red for error, etc. The status can be retrieved from the SPAN software running on the GPP.

See figure 4 in https:/kepler-project.org/developers/incubation/kepler-engineering-view-for-reap/engineering-view-plans

Related issues:

Blocks Kepler - Bug #4741: create icons for engineering view components New 02/05/2010
Blocks Kepler - Bug #4761: install and configure SPAN software on gumstix Resolved 02/05/2010
Blocked by Kepler - Bug #5041: display recent data next to icon Resolved 06/07/2010
History

#1 - 02/08/2010 03:28 PM - likay Altintas

What director will be used to run the layout?

#2 - 06/21/2010 10:46 AM - Daniel Crawl

The actors are highlighted with a color reflecting their status.

#3 - 02/14/2011 01:45 PM - Derik Barseghian
changing bugs from REAP to Kepler product

#4 - 03/27/2013 02:27 PM - Redmine Admin
Original Bugzilla ID was 4751
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